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LEADER IN LIGHTING SOLUTIONS
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Petrolux® LED Low Bay
Adapter Ring

Hazardous Location for Demanding Environments

PXLH
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PREMIUM
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TYPE-4X

Catalog Number

Notes

Type

Description

« Fordemanding environments with lower mounting heights
where dust, dirt and moisture are a concern.

Certain airborne contaminants may adversely affect the
functioning of LEDs and other electronic components,
depending on various factors such as concentrations of the
contaminants, ventilation, and temperature at the end-user
location. Click here for a list of substances that may not
be suitable for interaction with LEDs and other electronic
components.

Optics
« Prismatic borosilicate glass directs light where needed and
reduces harsh glare.

Silicone rubber lens available that will not brown, chip,
shatter or break.

Four distributions (Type 5 low angle, Type 5 high angle, type
4 forward throw and Type 1 long and narrow) available to
maximize versatility.

Highly engineered LED system ensures superior uniformity
and maximizes spacing.

Lens assembly secured by 316SS tamper-resistant Torx®
T-20 screws.

Electrical

Luminaire Surge Protection Level: Designed to withstand up
to 10kV/5kA per ANSI (82.77-5-2015.

0-10V dimming driver is standard. Dims to 10%.

3000K, 4000K or 5000K CCT available.

Fault-tolerant LED light engine continues to provide light
even in the failure of one LED.

Field Adjustable Output (AO) module - Onboard device
that adjusts the light output and input wattage to meet
site-specific requirements. The AO module is preset at
the factory to position number 8. ClID1, CIID2, ClIl only.
(see chart for settings)

Integrated Bluetooth occupancy sensor: The SBG BTP is
bluetooth enabled with dimming photocells. Allows you
to change settings in the field using the VLP app. CID2,
cliD2, Clit only.

Mechanical

« Super durable TGIC thermoset powder coat with corrosion
resistant finish is a five-stage pre-treating and painting
process thatyields over 5,000 hours salt rating per ASTMB117.

« Robust cast aluminum housing with low copper content
(0.6% CU content) withstands harsh or hostile environments.

« Precise number of fins dissipate maximum amount of heat.

+ 304SS External hardware. (see Option Value Ordering
Restrictions & Notes)

.

.

.

Typical Applications

« Water and wastewater
treatment facilities

« Petroleum refineries
- Ethanol facilities

« Chemical plants

- Power plants

« Textile mills

Listings

« UL Listed to US and Canadian Standards.

« Suitable for use in hazardous locations

(UL844, see chart for restrictions)

(lass |, Division 2, Groups A, B, C, D

(lass I, Division 1, Groups E, F and G

Class I, Division 2, Groups F and G

Class Il

Zone Equivalency Markings (see chart for details)

« -40°F (-40°C) to 149°F (65°C) ambient temperature rating.
(see chart for details)

- P65 and IP66 rated.

1G vibration rated.

« NEMA 4X (see chart for restrictions)

« Marine Rated (see chart for restrictions)

IK Rated (see chart for details)

« DesignLights Consortium® (DLC) Premium qualified product
and DLC qualified product. Not all versions of this product
may be DLC Premium qualified or DLC qualified. Please check
the DLC Qualified Products List at www.designlights.org/
QPL to confirm which versions are qualified.

Government Procurement

BAA — Buy America(n) Act: Product with the BAA option
qualifies as a domestic end product under the Buy American
Act as implemented in the FAR and DFARS. Product with the
BAA option also qualifies as manufactured in the United States
under DOT Buy America regulations.

BABA — Build America Buy America: Product with the BAA
option also qualifies as produced in the United States under the
definitions of the Build America, Buy America Act.

Please refer to www.acuitybrands.com/resources/buy-
american for additional information.

Warranty

5-year limited warranty. This is the only warranty provided
and no other statements in this specification sheet create
any warranty of any kind. All other express and implied
warranties are disclaimed. Complete warranty terms located
at: www.acuitybrands.com/support/warranty/terms-and-
conditions

Note: Actual performance may differ as a result of end-user
environment and application.
All values are design or typical values, measured under
laboratory conditions at 25 °C.

Dimensions: Inches (millimeters) unless otherwise noted.

Diameter: 13.111n. (332.99 mm.)
Weight: 19 Ibs. (8.62 Kg.)

Pallet Quantity: 12 fixtures

EPA: .787 ft?

(«AcuityBrands
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Petrolux® LED

Hazardous Location for Demanding Environments

LEADER IN LIGHTING SOLUTIONS

ORDERING INFORMATION Example: PXLH 8000LM MDU5 MVOLT 40K 80CRI ARCHOO DWHXD
Series Lumen Package Distribution Voltage Color Temperature Color Rendering Index
PXLH 3000LM 3,000 lumens FWD Forward throw, glass lens MVOLT  (120v-277V, 30K 3000K CCT 70CRI 70CRI
5000LM 5,000 lumens IND  Longand Narrow, glass lens# 50/60H2) 40K 4000K CCT 80CRI 80CRI
8000LM 8,000 lumens MDO  Medium, glasslens with minimal uplight 120 120V, 50/60Hz | g0 500K ccT 90CRI 90CRI
10000LM 10,000 lumens | MDUS  Medium, glass lens with uplight 208 208V, 50/60Hz
MDUSFR  Medium, frosted glass lens with uplight 240 240V, 50/60Hz
S0 Medium, silicone optic with minimal uplight $ 277 271V, 50/60Hz
. : HVOLT  (347V-480V,
:g\LA:\II? \L,\(l).r;g anld Narrow;.sﬂ*lcone optic 50/60H2)
” W!de' 5'|'°°'I'e optic 347 347V, 50/60Hz
Ve, gassiens 480 480V, 50/60Hz
125VDC 125V, DC Driver
250VDC 250V, DC Driver
Mounting Options Finish
ARCHOO Adapter ring for use with Crouse Sensor Switch Embedded Controls: DBXD  Black super durable,
Hinds Champ, 0° orientation SBGR10 360° Low Mount Sensor, (8-15' mounting heights), on/off occupancy # corrosion resistant¥
ARCH45 Adapterring for use with Crouse SBGR10 P 360° Low Mount Sensor, (8-15’ mounting heights), on/off photocell DGXD  Gray super durable,
Hinds Champ, 45° orientation SBGRI0D 3V 360° Low Mount 815 ting heights), high’ dimming & corrosion resistant#
ARCH135 Adapter ring for use with Crouse oW Hlountsensar, {6-1> moun '"9 9 ) S high/low occupancy |mr.n.|ng DWHXD  White super durable,
Hinds Champ, 135° orientation SBG100CCBTP  360° Low Mount Sensor, (7_-15' mounting heights), on/off occupancy, utilizes smart hub for corrosion resistant
ARAPMM200  Adapter ring for use with Appleton Bluetooth® programmabilty * . . ) o
Mercmaster 2, 0° orientation SBGIOHLBTP  360° Low Mount Sensor, (7-15" mounting heights), high/low/(off) occupancy dimming,
- o s
ARAPMM300  Adapter ring for use with Appleton utilizes smart hub for Bluetooth prog.ramm.abllltyt ‘ o
Mercmaster 3, 0° orientation SBG10 ADCBTP  360° Low Mount Sensor, (7-15" mounting heights), on/off occupancy with auto dimming
- o -
ARKLOO Adapter ring for use with Killark photocell, utilizes smart hub for BIuet(‘)oth Programmablllty ¥ o
Certilite and Certilite V, 0° SBG10 ANLBTP  360° Low Mount Sensor, (7-15" mounting heights), high/low/(off) occupancy dimming with
orientation# auto dimming photocell, utilizes smart hub for Bluetooth® programmability $
ARPTL0O Adapter ring for use with See chart for additional control options
Holophane Petrolux Il small or
large (PETL), Petrolux Ill medium Emergency:
(P3M) and!-la;ardoqs Petrolux LED BSL310HAZSB  10.4W Hazardous location emergency battery pack, certified to California 20 and registered in the
(HPLED), 0° orientation+ Modernized Appliance Efficiency Database (MAEDBS), UL924 compliant, (0°C min), internally mounted
ARPTLLPO0  Adapter ring for use with (120-277V) #
Holophane Petrolux Il low profile
(P3S), 0° orientation Other Options:
A0 Adjustable output dimming
BAA Buy America(n) Act and/or Build America Buy America Qualified
EMD Ingress/Egress Marker Decal
UPS Uplight shield
WGX Zinc coated wire guard, factory installed

Accessories: Order as separate catalog number.

HSCKX Xinch safety chain kit &
UPSPXLWXXCR  Uplight shield, XX denotes color $
WGPXLW Zinc coated wire guard
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Hazardous Location for Demanding Environments Mm

®

Option Value Ordering Restrictions & Notes

Option value Restriction

ARKLOO, ARPTL0O Not Cll D1 rated.

ARPTLLPOO Not Cll D1 or NEMA4X rated.

ARAPMM200 Not NEMA4X rated.

A0 Not available with BSL310HAZSB battery, SBGR10 D 3V individual dimming sensor or SBG10 BTP Bluetooth sensors. Not Cl D2 rated.

BSL310HAZSB Utilizes Bodine BSL310HAZSB emergency driver. Available with SBGR10 or SBGR10 P individual non-dimming sensors. Not available with A0, HVOLT, 347, 480, SBGR10 D 3V
individual dimming sensor or SBG10 BTP Bluetooth sensors. Not Marine or NEMA4X rated.

DBXD Corrosion resistant finish is standard. Not Marine or NEMA4X rated.

DGXD Corrosion resistant finish is standard.

DWHXD Corrosion resistant finish is standard. Not NEMA4X rated.

HSCKX X denotes length. Available in multiple sizes. Replace X with size in inches. Example: HSCK120 = 120 inches or 10 feet.

LND A combination of 30255 and 304SS stainless steel external hardware will be utilized.

Mounting Orientation is used to match direction of light output for asymmetrical distribution types (LND, FWD and SOLND). This is used to match existing Crouse Hinds angled orientation

types only. This shifts the focus of the light left or right from center. All other distributions and compatible products will use a 0° orientation.

SBG10 0CC BTP, SBG10 HL BTP, Not available with HVOLT in the 3000LM or 5000LM lumen packages. BTP sensor options with 3000LM or 5000LM lumen packages cannot dim to OFF. These lumen packages will
SBG10 ADC BTP, SBG ANL BTP dim to 10% minimum and cannot be turned OFF with controls. Not available with A or BSL310HAZSB in any lumen package. IP65 and IP66 rated. Not Cll D1, Marine or

NEMA4X rated.
SBGR10, SBGR10 P 1P65 and IP66 rated. Not CI D2, Cll D1, Marine or NEMA4X rated.
SBGR10D 3V Not available with AO option. IP65 and IP66 rated. Not CI D2, Cll D1, Marine or NEMA4X rated.
S0, SOWD Not Cll D1, Marine or NEMA4X rated.
SOLND A combination of 30255 and 3045SS stainless steel external hardware will be utilized. Not Cll D1, Marine or NEMA4X rated.
UPS, UPSPXLW CR XX When paired with any sensor option, the sensor viewing angle will be cutoff.

Petrolux® PXLH Top Cap Compatible Products

Holophane® Petrolux® Il and Emerson® Appleton™ Emerson® Appleton™ . . Killark® Certilite® and
P Petrolux® Il MercmasFt,gr““ ] Mercmas’?eprTM ]} Crouse-Hinds Series Champ® Certilite®V

« PETL (Petrolux Il Small or Large) - LPA75/100 - KPA75/100 - APM2 - VMA2B/VMA-2
« P35 (Petrolux Il Low Profile) - LPC75/100 - KPAF75/100 - APM3 - VMA3B/VMA-3
« P3M (Petrolux Il Medium) - LPS125/150 - KPC75/100 - (M2 - VMB2B/VMB-2
« HPLED (Hazardous Petrolux LED) - LPWB75/100 - KPCH75/100 - (M3 - VMB3B/VMB-3
- KPS125/150 - HPM2 - VMQB/VM(C-2
- KPST125/150 . M5 - VMG3B/VMC-3

- KPWB75/100 - PM5 - VMD4B

. QM25 - VMD5B

« TWM2 - VMF2B, 3B

« TWM3 - VMS5B
« VMX2B /VMX-2
*When checking compatibility with the < VMX3B/VMX-3

existing Crouse Hinds products, part numbers
above reference the mounting module
and not luminaire model number

- VMX6B, 7B, 8B, 9B
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Petrolux® LED A

Hazardous Location for Demanding Environments LEADER IN IGHTING SOLUTIONS
OPERATIONAL DATA
Performance with AO Field Adjustable Output Number of LED Boards and Drivers Used Impact Resistance (IK Ratings)
FAO Setting | Base Max Lumen Output % Lumen Package b;";’é‘sb:;r";kfze N”“;';‘:%‘)’(ftsr”e"e“ Lens Material | Rating

1 35% 3000LM 1 1 Glass 1K07

2 48% 5000LM 1 1 Silicone 1K10

3 61% 8000LM 1 1

0

i AL 10000LM 1 1

5 87%

6 100%

7 100%

8 100%

Projected Lumen Maintenance (TM-21)

25Cambient
15,000 30,000 45,000 60,000 100,000
Lumen Package 0 Hours Hours Hours Hours Hours Hours
3,000LM 1 0.97 0.95 0.92 0.9 0.84
5,000LM 1 0.97 0.95 0.92 0.9 0.84
8,000LM 1 0.97 0.94 0.92 0.89 0.83
10,000LM 1 0.97 0.95 0.92 0.9 0.84
55Cambient
15,000 30,000 45,000 60,000 100,000
Lumen Package 0 Hours Hours Hours Hours Hours Hours
3,000LM 1 0.97 0.94 0.91 0.88 0.81
5,000LM 1 0.97 0.94 0.91 0.89 0.82
8,000LM 1 0.96 0.93 0.89 0.86 0.78
10,000LM 1 0.96 0.93 0.9 0.87 0.79

Embedded Luminaire Technology Guide

Out of the box settings
ST ~ Sensor Used
Control Type Nomenclature ((Ilit:;‘(,':z:,te:‘;hme'ﬁ; for I{'::::t',':":f DimtoOff | Occupied |Unoccupied | Daylighting
Dim Time Delay | DimLevel | DimLevel | SetPoint
SBGR10 SBGR 10 WH 5M n/a 100% ov n/a 360° Low mount standalone embedded sensor (8-15ft), on/off occupancy
SBGR10D3V SBGR 10 D HVOLTWH 3V 5M A 100% 30% ik 3[6[?‘:“5?]\31 r;l&;]nltn si:]a(r;ﬁglloer;zlembedded sensor (8-15ft), occupancy controlled high/low
SBGR10P SBGR 10 PWH 10M n/a 100% ov SFC 360° Low mount standalone embedded sensor (8-15ft), on/off photocell
; 360° Low mount Bluetooth embedded sensor (7-15ft), on/off occupancy, SMHB VDALI LT
Emsbeer:is:(:ds ?A;ctl;ols SBG100CCBTP 28GIUBTROCC 10M n/a 10V nfa n/a controller will be installed in the driver housing.
360° Low mount Bluetooth embedded sensor (7-15ft), high/low/(off) occupancy dimming,
SBG10 HL BTP 3BGI0BTPHL 10M 25M 10V 10% W2 | SMHBVDALILT controller will be installed in the driver housing.
360° Low mount Bluetooth embedded sensor (7-15ft), on/off occupancy with auto dimming
SBG10ADCETP 26G10BTPADC 10M 23M 10V 10% SOFC | Shotocell, SMHBVDALI LT controller will be installed in the driver housing,
SBG10 ANLBTP SBG10 BTP ANL oM n/a v 10% S0FC 360° Low mount Bluetooth embedded sensor (7-15ft), high/low/(off) occupancy dimming with

auto dimming photocell, SMHB VDALI LT controller will be installed in the driver housing.

(K‘AcuityBrands Holophane | 1 Acuity Way, Decatur, GA30035 | Phone: 866-HOLOPHANE | www.holophane.com | TechSupport-Lighting@Acuitybrands.com PXLH_AR
©2019-2025 Acuity Brands Lighting, Inc. All rights reserved.  Rev.04/16/25  Specifications subject to change without notice. Page 4 of 9


http://www.holophane.com
mailto:TechSupport-Lighting%40Acuitybrands.com?subject=
https://img.acuitybrands.com/public-assets/catalog/457068/sbgr-family.pdf?abl_version=02%2f04%2f2025+16%3a15%3a06&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/457068/sbgr-family.pdf?abl_version=02%2f04%2f2025+16%3a15%3a06&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/457068/sbgr-family.pdf?abl_version=02%2f04%2f2025+16%3a15%3a06&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/832665/sbg-btp.pdf?abl_version=12%2f02%2f2023+13%3a16%3a15&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/832665/sbg-btp.pdf?abl_version=12%2f02%2f2023+13%3a16%3a15&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/832665/sbg-btp.pdf?abl_version=12%2f02%2f2023+13%3a16%3a15&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/832665/sbg-btp.pdf?abl_version=12%2f02%2f2023+13%3a16%3a15&DOC_Type=SPEC_SHEET

Petrolux® LED

Hazardous Location for Demanding Environments

S

LEADER IN LIGHTING SOLUTIONS

®

Operating Characteristics ¥
\

Lumens

3000LM

Lumens

5000LM

Lumens

8000LM

Input Watts

‘ Distribution
FWD
LND
MDO

MDU5

MDUSFR

S0
SOLND
SOWD

WD

‘ Distribution
FWD
LND
MDO

MDU5

MDUS5FR

S0
SOLND
SOWD

WD

‘ Distribution
FWD
LND
MDO

MDU5

MDUS5FR

S0
SOLND
SOWD

WD

Operating Characteristics

(«AcuityBrands

‘ Input Watts
21
21
21

2

2
21
21

21

‘ Input Watts
35
35
35

35

35
35
35

35

‘ Input Watts
58
58
58

58

58
58
58

58

120 volts.

2988 2726 2184
142 130 104
2831 2583 2069
135 123 99
3183 2904 2327
152 138 m
3169 2891 2316
151 138 110
2833 2584 2071
135 123 99
3338 3045 2440
159 145 116
2990 2728 2186
142 130 104
3319 3027 2426
158 144 116
3250 2965 2376
155 4 113

5090 4643 3720
145 133 106
4822 4399 3525
138 126 101
5423 4947 3964
155 14 13
5398 4925 3946
154 14 13
4826 4402 3527
138 126 101
5687 5188 4157
162 148 119
5094 4647 3724
146 133 106
5653 5157 4133
162 147 118
5537 5051 4047
158 144 116

8131 417 5943
140 128 102
7704 7028 5632
133 121 97
8663 7903 6333
149 136 109
8623 7867 6304
149 136 109
7709 7033 5635
133 121 97
9085 8288 6641
157 143 115
8138 7424 5949
140 128 103
9031 8239 6602
156 142 114
8845 8069 6466
153 139 m

Absolute photometry calculated in accordance with IESNA LM-79-08 @ 25°C.

90CRI
2201
105
2086
9
2346
112
2335
m
2087
99
2460
17
2203
105
2445
116
2395
114

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |
LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

| Lumens |

LPW

LPW

W

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens

Lumens
Lumens
Lumens
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®

Operating Characteristics ¥
\

Lumens ‘ Distribution ‘ Input Watts S0CRI
9796 9014 7452 10276 9375 7512 10697 9495 7572
FWD 74
132 122 101 139 127 102 145 128 102
9281 8541 7061 9737 8883 7118 10136 8997 7175
LND 74
125 115 95 132 120 9% 137 122 97
- 7 10437 9605 7940 10950 9989 8004 11398 10117 8068
141 130 107 148 135 108 154 137 109 LPW
10389 9561 7904 10899 9943 7967 11345 10071 8031
MDUS 74
140 129 107 147 134 108 153 136 109
9287 8547 7065 9743 8889 7122 10142 9003 7179
10000LM - it A 126 116 95 132 120 9% 137 122 97
10945 10072 8326 11482 10475 8393 11952 10609 8461
50 74
148 136 113 155 142 113 162 143 114
9804 9022 7458 10285 9383 7519 10707 9504 7579
SOLND 74
132 122 101 139 127 102 145 128 102
10881 10013 8277 11415 10413 8344 11882 10547 8411
SOWD 74
147 135 112 154 141 113 161 143 114
10657 9807 8107 11180 10199 8172 11637 10330 8238
WD 74
144 133 110 151 138 110 157 140 m
Input Watts 120 volts.

Operating Characteristics | Absolute photometry calculated in accordance with [ESNA LM-79-08 @ 25°C.

Ambient Temperature Ratings

OCsensor: | BPSensor: | Batey e .
An:
N y

ARCHOO ARCHAS N -40°Ct0 65°C -40°Ct0 65°C -40°Ct0 60°C -40°Cto 55°C 90°C
ARCH135 N Y 120-277 0°Cto 40°C 0°Cto 40°C 0°Cto35°C 0°Cto 35°C 90°C
mgmigg Y N Any H0°C060°C | -40°Ct060°C | -40°Ct060°C | -40°Cto55°C 90°C
ARKLOO ARPTLO0 N Any -40°Ct0 65°C -40°Ct0 65°C -40°Ct0 60°C -40°Ct0 55°C 90°C
ARPTLLPOO Y N ot o e o+ 2c0 o+ 2co N
Y 120-277 0°Cto 40°C 0°Cto40°C 0°Cto 35°C 0°Cto 35°C 90°C
LAT Factors
Temp (°C) Temp (°F) 3000 LM 5000 LM 8000 LM 10000 LM

-40 -4 1.075 1.082 1.092 1.101

-30 14 1.065 1.071 1.080 1.087

-20 -4 1.055 1.059 1.066 1.072

-10 14 1.043 1.047 1.053 1.057

0 32 1.032 1.034 1.038 1.042

5 M 1.026 1.028 1.031 1.034

15 59 1.013 1.014 1.016 1.017

25 77 1.000 1.000 1.000 1.000

35 95 0.986 0.985 0.984 0.982

45 113 0.972 0.970 0.967 0.964

55 131 0.957 0.954 0.949 0.945

65 149 0.942 0.938 0.931 0.925
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Temperature Ratings - T Codes
Glass Lens (FWD, LND, MDO, MDU5, MDU5FR, WD) Silicone Lens (SO, SOLND, SOWD)

40C Ambient

40C Ambient

3000LM T4 1K} 3000LM T4 T2A
5000LM T4 T2C 5000LM T4 T2A
8000LM T4 1K} 8000LM T4 T2A
10000LM MVOLT T2C 1K} 10000LM MVOLT T2C T2A
10000LM HVOLT T2 T2C 10000LM HVOLT T2 T2A

55C Ambient 55C Ambient

3000LM T3C T2D 3000LM T3C T2
5000LM 1K} T2D 5000LM 1K} N
8000LM T3C T2D 8000LM T3C T2
10000LM MVOLT 3 T2D 10000LM MVOLT 13 T
10000LM HVOLT T2A N 10000LM HVOLT T2A N

60C Ambient 60C Ambient

3000LM T4 T2C 3000LM T4 T2
5000LM T3A T2C 5000LM T3A T
8000LM T4 T2C 8000LM T4 N
10000LM MVOLT N/A N/A 10000LM MVOLT N/A N/A
10000LM HVOLT N/A N/A 10000LM HVOLT N/A N/A

65C Ambient 65C Ambient

Lumen Package Simultaneous (1and (2 Lumen Package Simultaneous C1and (2
3000LM T3C T2C 3000LM T3C T
5000LM T3A T2C 5000LM T3A T
8000LM N/A N/A 8000LM N/A N/A
10000LM MVOLT N/A N/A 10000LM MVOLT N/A N/A
10000LM HVOLT N/A N/A 10000LM HVOLT N/A N/A
Emergency Lumen Qutput Emergency Lumen Output Example - 10 Watt Battery
. R R . . .| Approximate | Approximate | Approximate
How to Estimate Dellverefi Lumens |n'Emergency Mode Approximate Luminaire [umensatd Lumensat45 | Lumens at90
Use the formula below to estimate the delivered lumens in emergency mode Efficacy Minute Minutes Minutes
Delivered Lumens =P x LPW
P = Output power of emergency driver 100 LPW 1000 1000 1000
LPW = Lumen per watt rating of the luminaire. (See charts on page 7)
The LPW rating is also available at Designlight Consortium [0 o (U Uil
120 LPW 1200 1200 1200
P =10 watts for BSL310HAZSB
130 LPW 1300 1300 1300
140 LPW 1400 1400 1400
150 LPW 1500 1500 1500
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Petrolux® LED S

Hazardous Location for Demanding Environments IIFI,\DOFRI"WOWII J-NIC,IAISOI U'nloxs

®

Hazardous Compatibility

Option Group Options Class |, Division 2 Class 1, Division 1 Class 1, Division 2 Class 1l
FWD, MDO, MDU5, MDU5FR, LND, WD YES YES YES YES
Distribution
SO, SOLND, SOWD YES NO YES YES
" ARCH00, ARCH45, ARCH135, ARAPMM200, ARAPMM300 YES YES YES YES
ountin
! ARKL0O, ARPTLOO, ARPTLLP0OO YES NO YES YES
Finish DBXD, DGXD, DWHXD YES YES YES YES
Individual Sensors SBGR10, SBGR10 P, SBGR10 D 3V NO NO YES YES
Bluetooth Sensors SBG10 0CC BTP, SBG10 HL BTP, SBG10 ADC BTP, SBG10 ANL BTP YES NO YES YES
Emergency BSL310HAZSB YES YES YES YES
A0 NO YES YES YES
EMD YES YES YES YES
Options
UPS, UPSPXLW YES YES YES YES
WGX, WGPXLW YES YES YES YES

Marine/NEMA4X Compatibility

Option Group Options Marine NEMA4X
FWD, MDO, MDUS5, MDUSFR, LND, WD YES YES
Distribution
S0, SOLND, SOWD NO NO
" ARCHOO, ARCH45, ARCH135, ARAPMM300, ARKLOO, ARPTLOO YES YES
ounting
ARAPMM200, ARPTLLP0O YES NO
DBXD NO NO
Finish DGXD YES YES
DWHXD YES NO
Individual Sensor SBGR10, SBGR10 P, SBGR10 D 3V NO NO
Bluetooth Sensor SBG10 OCCBTP, SBG10 HL BTP, SBG10 ADC BTP, SBG10 ANL BTP NO NO
Emergency BSL310HAZSB NO NO
A0 YES YES
EMD YES YES
Options
UPS, UPSPXLW YES YES
WGX, WGPXLW YES YES
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Petrolux® LED

Hazardous Location for Demanding Environments

S

®

LEADER IN LIGHTING SOLUTIONS

Zone Equivalency Markings

CLASSI,DIV2, GROUP D CLASS |, ZONE 2 GROUP IIA
CLASS I, DIV 2, GROUP C CLASS |, ZONE 2 GROUP 1B
CLASS I, DIV 2, GROUP B CLASS |, ZONE 1 GROUP IIB PLUS HYDROGEN
CLASS I, DIV 2, GROUP A & CLASS I, DIV 2, GROUP B CLASS 1, ZONE 2 GROUP IIC
CLASS 11, DIV. 1 GROUPE, F, OR G CLASS 11, ZONE 20 AND ZONE 21
CLASS 1, DIV. 2, GROUP F OR G CLASS I, ZONE 22
CLASS I N/A
Options and Accessories
SBGR Sensor SBG BTP Sensor and BTP Smarthub Control Module

A0 Adjustable Qutput
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